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ALTERNATIVE LAYOUTS FOR 4 - 22kW & 22-160kW SWITCHBOARDS
PLAN VIEW
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APPROVAL FOR ACCESS TO EXISTING ROADS
SHALL BE OBTAINED FROM THE RELEVANT
AUTHORITIES PRIOR TO CONSTRUCTION

CONCRETE EDGE
RESTRAINT ALL

ROUND

ROAD AND EDGE
PROFILE DETAILS

REFER CMDG-S-054

TYPE A COMMERCIAL DRIVEWAY REFER
STD DWG CMDG-R-042TYPICAL STREET

KERB AND
CHANNEL

PROPERTY BOUNDARY

AREAS NOT LANDSCAPED
SHALL BE TURFED

OVERFLOW, REFER CMDG-S-046 COUNCIL AND EHP APPROVALS
ARE REQUIRED PRIOR TO CONSTRUCTION

ELECTRICAL CONSUMER
MAINS 3 x 100mm MIN.

STANDARD COUNCIL BOLLARDS

EMERGENCY
STORAGE

TANK

ADDITIONAL
EMERGENCY

STORAGE TANKS
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m
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m
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≈ 
35

m

EMERGENCY STORAGE TANK IN ACCORDANCE
WITH COUNCIL AND DERM REQUIREMENTS

WM

4.8
m

HC

RPZDWATER
METER

ELECTRICAL CONSUMER MAINS
WATER SERVICE MAINS
GRAVITY SEWER MAINS
SEWER RISING MAINS
FENCE

ODOUR
SCRUBBER

OVERFLOW
SCREENING CHAMBER

REFER CMDG-S-046
REFER TO CMDG-S-050 AND
CMDG-S-051 FOR FURTHER
DETAIL ON ELECTRICAL
SERVICES LAYOUT

TYPE : FRR 600 CREW SITEC 238
SERIES 2

WIDTH : 2.20m
TRACK : 1.79m
LOCK TO LOCK TIME : 4.1sec
STEERING ANGLE : 52

HOSE COCK WITH REEL CABINET
WATER METER
REDUCED PRESSURE ZONE DEVICE

HC

RPZD
WM

8.6m

5.0m1.17m

2.6
5m

EMERGENCY STORAGE
TANKS REFER

CMDG-S-047 AND
CMDG-S-048

FENCE. REFER CMDG-516

ELECTRICAL PITS TO BE
600x600x600 PLASTIC PITS WITH

CONCRETE LIDS (GVK600)

DIVERSION
MANHOLE

CONDUITS TO BE PLACED INTO
TANKS FOR FLOAT VALVE.
FLOATS TO BE SUPPORTED ON
S/STEEL HOOKS.

ERGON
METER
PANEL

HC

DN
40

PUMP
WELL

HC

FIRE
HYDRANT &

MARGIN

MARSHALLING BOX
CONCRETE STAND

E E

E

EMERGENCY
GENERATOR SLAB

OUTLINE
INDICATIVE

1 ON 3

1 O
N 

3

1 ON 3

1 ON 31 O
N 

3

E
E

E
E

E
E

E

E

INCOMING SEWER

E

E

E
E

E

E

E

E

RAIN GAUGE

W

WW

LIGHT

EARTH PIT KIT PT #
GVK PITVICK

PVC METER BOX HR
Ø1420-12VB. PROVIDE

Ø50mm CONDUIT WITH
FLEXIBLE WATER HOSE

ENCASED FOR WET
WELL WASHER

PR
OP

OS
ED

 P
RO

PE
RT

Y 
BO

UN
DA

RY
FE

NC
EL

IN
E

THIS IS 2MM

LEGEND

NOTES:
1. FIGURED DIMENSIONS TO BE TAKEN IN PREFERENCE TO SCALED DIMENSIONS.
2. VERIFY ALL DIMENSIONS ON THE JOB BEFORE COMMENCING WORK OR PREPARING SHOP DRAWINGS.
3. ALL SHOP DRAWINGS MUST BE APPROVED BY COUNCIL BEFORE COMMENCING WORK.
4. DRAWINGS TO BE READ IN CONJUNCTION WITH RELEVANT SPECIFICATIONS.
5. EXAMPLE LAYOUT ONLY; PROJECT SPECIFIC LAYOUT TO BE SUBMITTED FOR APPROVAL PRIOR TO

COMMENCEMENT.
6. MINIMUM LEVELS FOR PUMP STATION SITE TO BE Q100 PLUS REQUIRED FREEBOARD.
7. PUMP WELL AND VALVE PIT CHAMBERS ARE TO BE SEPARATE STRUCTURES AND ARE NOT TO BE JOINED IN

ANYWAY.
8. ORIENTATE PUMP WELL SO THAT PUMPS ARE CLOSEST TO ACCESS ROAD FOR EASE OF MAINTENANCE.
9. STAINLESS STEEL PLATE TO BE INSTALLED ON PUMP STATION CONCRETE LID, INDICATING THE FLOOR RL, LID RL

AND OVERFLOW RL AS DETAILED ON CMDG-S-055.
10. EMERGENCY STORAGE TANKS TO BE INSTALLED WHERE REQUIRED AS PER COUNCIL PLANNING REQUIREMENTS.
11. ELECTRICAL SWITCHBOARD ORIENTATION MAY BE CHANGED UPON SUBMITTAL.
12. ODOUR SCRUBBER ZC300 IS APPROPRIATE FOR AIR FLOW RATES OF UP TO 100 L/s. IF PUMP STATION FLOWS

ARE ABOVE THIS LIMIT FURTHER DETAILED DESIGN WILL BE REQUIRED FOR APPROPRIATE FLOW RATE.

TYPICAL LAYOUT FOR PUMP STATION SITE
PLAN VIEW

1:200

REVISIONS DATE

STANDARD
DRAWING

REV.

DISCLAIMER.
The authors and sponsoring organisations shall have no liability or responsibility to the user or any other person or

entity with respect to any liability, loss or damage caused or alleged to be caused, directly or indirectly, by the
adoption and use of these Standard Drawings including, but nor limited to, any interruption of service, loss of
business or anticipatory profits, of consequential damages resulting from the use of these Standard Drawings.

Persons must not rely on these Standard Drawings as the equivalent of, or a substitute for, project-specific design
and assessment by an appropriately qualified professional.

A3
Capricorn Municipal Development Guidelines

Banana Shire Council (BSC) Maranoa Regional Council (MRC)
Central Highlands Regional Council (CHRC) Rockhampton Regional Council (RRC)
Gladstone Regional Council (GRC) Isaac Regional Council (IRC)
Livingstone Shire Council (LSC)

Incorporating: SEWERAGE PUMP STATIONS
SITE LAYOUT REQUIREMENTS

SEWER

CMDG-S-043
AA PREVIOUSLY DRAWING S-050C REVISION B 09/2022

APPLICABILITY TABLE

Council BSC CHRC GRC IRC LSC MRC RRC
Applicable No No Yes No No No No

Applicable DWG


