
40 x 40 ANGLE FRAME ALUMINIUM

OUTLET

1 in 2 MAX.

50 FALL

3-N12-110 EACH SIDE

2-N12-100 EACH SIDE

OVERFLOW LEVEL "E"

FLEXIBLE JOINT (TYPICAL)

20mm APERTURE 38mm
FIBREGLASS GRATE IN
ALUMINIUM FRAME

5% MIN. SLOPE
PREFERRED

REMOVABLE SCREEN
REFER DETAIL 3

GUIDES N12 DOWELS AT 300 CTRS PLACED
CENTRALLY IN WALL, MINIMUM EMBEDMENT
125mm WITH CHEMICAL ADHESIVE

TO PREVENT CONFINED SPACE ENTRY UPON  SERVICING
VERTICAL LENGTH OF HANDLE PER INSTALLATION

TO BE 10mm UNDERNEATH INVERT OF ACCESS COVER

PRE-CAST HEADWALL

= =

GROUTED STONE
PITCHING OR 2m²

CONCRETE APRON
100mm THICK

SL81 MESH CENTRALLY LOCATED

REMOVABLE SCREENS REFER
DETAIL 3

76 x 38 CHANNEL FIXED TO WALL WITH M10 FLAT HEAD
SS MASONRY ANCHORS AT 300mm CENTRES
COUNTERSUNK INTO CHANNEL

PRE-CAST HEADWALL

FROG FLAP

FROG FLAP

OVERFLOW PIPE. SIZE
AND MATERIAL TO BE
SHOWN ON LAYOUT PLAN

OVERFLOW PIPE. SIZE
AND MATERIAL TO BE
SHOWN ON LAYOUT PLAN

PIPE TO BE EXTENDED
BEYOND HEADWALL TO

ALLOW ROOM FOR
INSTALLATION FROG FLAP

900 x 600 NOM. HINGED 4mm THICK
ALUMINIUM NON-TRAFFICABLE LOCKABLE
McBERNS LID  FOR DETAIL OF LOCKING
SYSTEM REFER MANUFACTURERS
SPECIFICATIONS
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100 Nom.

150mm THICK WALLS WITH
N12-200 EW, PLACED CENTRALLY
CORNER BARS AND
STARTER BARS TO BE
N12 TAPPED 450

PROVIDE 4 x N12 DIAGONAL TRIMMER
BARS AROUND PIPE PENETRATION

10 DIA. S/STEEL
ROD LIFTING

HANDLES

8mm5mm

8mm

REFER DWG No. CMDG-S-048

PROVIDE GROUTED STONE PITCHING OR ROCK
RIP RAP PROTECTION AS REQUIRED TO OUTLET
HEADWALL. MINIMUM D50 200mm, THICKNESS
TO BE DETERMINED USING FLOW RATE.

GROUTED STONE PITCHING OR
2m² CONCRETE APRON 100mm
THICK

PROVIDE GROUTED STONE PITCHING OR
ROCK RIP RAP PROTECTION AS REQUIRED
TO OUTLET HEADWALL. MINIMUM D50
200mm, THICKNESS TO BE DETERMINED
USING FLOW RATE.

HINGE THIS SIDE
FROG FLAP

300

15
0

100(3mm
CONTINUOUS

FILLET WELD)

NOTES:
1. FIGURED DIMENSIONS TO BE TAKEN IN PREFERENCE

TO SCALED DIMENSIONS.
2. VERIFY ALL DIMENSIONS ON THE JOB BEFORE 

COMMENCING WORK OR PREPARING SHOP DRAWINGS.
3. ALL SHOP DRAWINGS MUST BE APPROVED BY

COUNCIL BEFORE COMMENCING WORK.
4. DRAWINGS TO BE READ IN CONJUNCTION WITH

RELEVANT SPECIFICATIONS.
5. EXAMPLE LAYOUT ONLY; PROJECT SPECIFIC LAYOUT

TO BE SUBMITTED FOR APPROVAL PRIOR TO
COMMENCEMENT.

REVISIONS DATE

STANDARD
DRAWING

REV.

DISCLAIMER.
The authors and sponsoring organisations shall have no liability or responsibility to the user or any other person or

entity with respect to any liability, loss or damage caused or alleged to be caused, directly or indirectly, by the
adoption and use of these Standard Drawings including, but nor limited to, any interruption of service, loss of
business or anticipatory profits, of consequential damages resulting from the use of these Standard Drawings.

Persons must not rely on these Standard Drawings as the equivalent of, or a substitute for, project-specific design
and assessment by an appropriately qualified professional.

A3
Capricorn Municipal Development Guidelines

Banana Shire Council (BSC) Maranoa Regional Council (MRC)
Central Highlands Regional Council (CHRC) Rockhampton Regional Council (RRC)
Gladstone Regional Council (GRC) Isaac Regional Council (IRC)
Livingstone Shire Council (LSC)

Incorporating: SEWERAGE PUMP STATIONS
OVERFLOW ARRANGEMENT

SEWER

CMDG-S-046
AA PREVIOUSLY DRAWING S-050F REVISION B 09/2022

DETAIL 3: REMOVABLE SCREEN
N.T.S.

REMOVABLE SCREEN GUIDE DETAIL
N.T.S.

OVERFLOW SCREENING CHAMBER
SECTIONAL ELEVATION

1:50

OVERFLOW SCREENING CHAMBER
PLAN VIEW

1:50OUTLET
1:50

DIVERSION MANHOLE
REFER STD DWG CMDG-R-507

APPLICABILITY TABLE

Council BSC CHRC GRC IRC LSC MRC RRC
Applicable No No Yes No No No No

Applicable DWG


